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PVC-U perimeter trunking systems
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	 Odyssey Bio

Three  
segregated  
compartments

Internally 
reinforced  

for extra 
mechanical 

strength

Trunking assembly  
(base and 3 covers)
code	 description	 pack
DD1WH	 180 x 57mm	 1 x 3m

Coupler
code		  pack
DD1210WH		  1

End cap
code	�  pack
DD1230WH	�  2

Internal bend
code		  pack
DD1310WH		  1

Flat angle up/down
code		  pack
DD1410WH		  1

Flat tee 3 part assembly – 
up/down
code		  pack
DD1430WH		  1

Internal bend adjustable
code	 adjustable	 pack
DD1330WH	 85–95°	 1

External bend
code	�  pack
DD1350WH 	�  1

External bend adjustable
code	 adjustable	 pack
DD1370WH	 85 – 95°	 1
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ODYSSEY BIO 
Odyssey Bio is a three-compartment antimicrobial trunking 
system with a completely curved front profile designed with 
tamper-resistant covers and flush accessories. The trunking 
is manufactured with antimicrobial BIO properties inherent to 
the PVC-U and has an easy to clean profile making it ideal for 
healthcare environments.

Product information

	y 180 x 57mm
	y 1 main compartment and 2 smaller outer compartments
	y Can be subdivided by using EDF1 dividing fillet
	y Suitable for dado application
	y Tamper resistant covers and fittings
	y Self extinguishing and non-flame propagating PVC-U
	y Fire clips available to secure cables within trunking  

and prevent premature collapse in the event of a fire

Data information

	y Compliant up to Cat 7a
	y Standard bend radius 25mm
	y Data fittings available for bend radius up to 65mm
	y Steel screening divider available to BS EN 50714-2
	y Adjustable data box 32-40mm

Tamper resistant  
fittings that locate  

with a special  
clip design

Curved profile does not allow 
placement of objects

Coloured accessory boxes available that 
meet the requirements of Part M (DDA).

WH

Standard Colour

WH: White

61%
Odyssey trunking 
assembly is
manufactured using 
61% recycled material
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Fire clip Odyssey centre 
compartment
code		  pack
FC0C			   50

Fire clip Odyssey outer 
compartment
code		  pack
FC00			   100
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RCD housing
code		  pack
DD1580MWH	 1

Up to 4 modules can be 
accommodated 
Note: RCDs are not supplied 
by Marshall-Tufflex

*1 gang  
adjustable depth box (ABS)
code	 depth	 pack
*DD1540WH	 32 – 40mm	 10

1 gang accessory box (ABS)
code	 depth	 pack
DD1510WH	 30mm  	 20 

2 gang accessory box (ABS)
code	 description	 pack
DD1520WH	 30mm	 10

*Box adaptors

When installing adjustable boxes 
DD1540 and DD1550, a DD1590 
adaptor should be used at either 
end of the box. 

Where two or more adjustable 
boxes are being used in line, 
the spacer included is for use 
between boxes and a DD1590 
adaptor is used at either end.

Conduit adaptor (ABS)
code	 size	 pack
DD1720WH	 20mm	 1

Fabricated using PVC-U and ABS

*2 gang  
adjustable depth box (ABS)
code	 depth	 pack
*DD1550WH	 32 – 40mm	 10

Accessory box  
adaptor (ABS)
code	�  pack
DD1590WH	�  1 pair

Each pack contains 2 adaptors

1 gang power  
and data mounting frame
code		  pack
DD1560WH		  2

2 gang power  
and data mounting frame
code		  pack
DD1570WH		  2

Steel screening divider 
bonding clip
code		  pack
ESF3		  5

 
Bonding strap
code		  pack
ESBS1		  5

 
Steel screening divider
code		  pack
ESF1		  1 x 1.5m

Note: optional steel screening 
divider to assist in compliance 
with BS EN 50174-2
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1 gang accessory box 
(30mm depth)
code	 colour	 pack
DD1510BU      blue	 20
DD1510BK     	black	 20

2 gang accessory box 
(30mm depth)
code	 colour	 pack
DD1520BU   blue	 10
DD1520BK   black	 10

We recommend using self tapping 
masonry or cavity screws and washers for 
all Fire clip installations in order to assist 
with meeting BS 7671 Wiring Regulations. 

Masonry screws & 
washers
code		  pack
FCMS		  100

Cavity fixings & screws
code		  pack
FCCS		  50
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Odyssey can enhance the look of a project as well as providing  
all of the practical features that ensure fast and easy installation.

Odyssey Trunking

No mitering/cutting of  
corners required.

Recessed boxes for 
curved accessories 
Flush accessories to 
maintain a smooth profile.

Pre-punched bases 
Elongated holes at  
200mm intervals  
for quick installation.

Built-in cable tray 
Allows cable support  
during installation. 
Acts as reinforcement for 
outer covers improving 
mechanical and impact 
resistance. 3-part tee 

Full cable segregation and 
data compliance. 
No couplers required.

Striking curved profile 
Dust traps avoided,  
clutter can’t be gathered 
and cleaning easier.

Fixed & adjustable 
internal & external bends 
Accommodates building 
intolerances in corners with 
+/- 5° flexibility.

Trunking and fittings 
manufactured with 
antimicrobial BIO properties 
inherent to the PVC-U
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