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1. Cut aperture in raised floor to 

dimensions shown.  
 

2. Remove lid and trim from Grommet.  
 

3. If Power Grommets are to be installed 
remove knockouts from back box as 
required. 

 
4. Feed cable through the selected 

knockout. Connect any flexible 
conduit to the Grommet back box 
using locknut and washer. 
 

5. FLEXABLE CONDUIT MUST BE 
BONDED TO EARTH 

 
6. Terminate any accessories and fasten 

plates into Grommet with screws 
supplied. 
 

7. Lower Grommet into floor aperture. 
 

8. Retain with wings on side of Grommet 
by tightening side screws to rise 
wings. 
 

9. Ensure lid tether is still in place and to 
retain lid. 
 
When in use, lid is rotated to expose 
opening to allow power cord through. 
 
Lid can be locked in closed or open 
position with screw supplied. 
 

10. For RCD Power Grommet refer to 
UPG2SG data sheet DOC03917 for 
technical specification. 

 
11. Recommended RCD is tested before 

use, follow instructions printed on 
accessory. 
 

Disposal: 

 
Product and packaging can be disposed of via 
standard Civic amenity facilities. 
Power Grommets are subject to WEEE and 
must be disposed of appropriately.  

 
 

 
 

 

In accordance with current IET wiring regulations BS 7671, assembly and connection is to be carried out by a 
qualified electrician or another competent person.  In addition, when installing electrical products, personal 
protective equipment must meet the current version of the Personal Protective Equipment at Work 
Regulations. 
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