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1. Wiring of socket should be done as 
per normal wiring accessory.  

 
2. After installation RCD should be 

tested in line with instructions shown 
on front of accessory plate.  

 
3. Press the TEST button. A Red flag 

should appear, if no red flag is visible 
DO NOT USE. Isolate the accessory 
and inspect connections. 

 
4. Press the TEST button again and if no 

red flag still appears please isolate 
and remove RCD Socket plate. 
 

5. If after pressing the TEST button a 
red flag appears, press the RESET 
button and proceed to complete 
installation of floor box. 
 

6. Note: if fitting 2 off accessories in a 
four-compartment box the RCD 
accessories must be fitted in the 
centre bays as shown in figure 2. 

 
 
 
 
 
 
 
 
 
Disposal: 
 
Product and packaging can be disposed of via 
standard Civic amenity facilities. 
RCD Accessory plates are subject to WEEE 
and must be disposed of appropriately.  
 

In accordance with current IET wiring regulations BS 7671, assembly and connection is to be carried out by a 
qualified electrician or other competent person.  In addition, when installing electrical products, personal 
protective equipment must meet the current version of the Personal Protective Equipment at Work 
Regulations. 

Important:  

 The Lid Is Designed To Be Self-Closing Under 
Its Own Weight And Therefore Must Be 
Supported When Open.  

 Check Plug Clearance Before Closing Lid 

Figure 1. RCD accessory Plate 

Figure 2 Dual 4 Comp. Accessory 
arrangement. 


