
 

MARSHALL-TUFFLEX 
INSCREED STEEL TRUNKING 
 
INSTALLATION INSTRUCTIONS 

PLANNING INSTALLATION 

Establish layout, paying attention to direction of changes, feed positions and component spacing.  
 
DISPOSAL INSTRUCTIONS 

The product and packaging should be disposed of via standard Civic amenity facilities. 
 
Please note, all materials used are 100% recyclable. 
 
IMPORTANT 

 
To Ensure a safe installation this product must be installed by a skilled or instructed person, in accordance with the 
current edition of UK IEE Regulations (BS 7671) and building regulations. 
 
If you are in any doubt regarding the installation of application of this product please contact: 
The Technical Team on +44 (0) 1424 859988 
 
CUTTING LENGTHS OF TRUNKING 

 
Cut trunking length using a Hacksaw with 24-teeth per inch bi-metallic blade. Cut edges should be deburred with file 
and sprayed with zinc galvanized spray to prevent oxidation. 
 
Trunking lengths are fixed down using Coupler (USFC1) and where lengths need to be joined. 
 

  
 

To fit coupler, remove top cover and slide base plate under metal trunking, refit top cover and retain with screws 
supplied. Fix to floor using suitable means thorough outer holes in base plate. 
 
CONNECTION TO FLOOR BOX 
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To connect trunking to floor box (USF32) or Junction box (USJ3), butt trunking up to side of box, the trunking should sit 
on the ‘ledge’ of the box and against the metal side. 
 
Retain with Adaptor (USFA1) by fitting over the end of the trunking and securing to the side of the box with two self-
tapping screws provided. 
 

 


