
PVC CABLE 
TRAY
Corrosion resistant PVC Cable Tray 
for the simple routing and support of 
power and data cables for different 
external environments. 
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142 | Introduction

PVC CABLE TRAY 
SYSTEMS 
Basor PVC Cable Tray is a non-conductive, non-corrosive, 
lightweight and impact resistant cable management solution 
for the simple routing and support of power and data cables.

Lightweight and easy to install, PVC cable tray is  
available in five different sizes from 100 to 400mm wide.

Applications

PVC Cable Tray is ideally suited for installation into environments where Metal Cable Tray cannot be used due to the 
corrosive nature of the environment. Suited applications include:

Water treatment plants & commercial swimming pool complexes

	y High humidity environments where a non-corrosive installation is recommended.

Mining industry

	y Due to the high moisture environment in many mining operations, PVC cable tray provides a non-corrosive, 
non-oxidising and non-conductive solution in underground installations.

Chemical industry

	y PVC products provide excellent resistance in chemical environments that can produce very aggressive atmospheres.

Solar/PV installations

	y PVC Cable Tray products provide a lightweight and non-conductive solution for outdoor Solar/PV installations.

Shorefront installation areas (hotels, piers, ports & harbours)

	y Shorefront installation areas can be subject to high salt spray contamination and corrosion due to onshore weather.  
PVC cable tray provides excellent protection against corrosion in these environments.  
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Load characteristics

Base Width Maximum temperature 40ºC Maximum temperature 60ºC

1m span 1.5m span 1m span 1.5m span

60 x 100mm 38kg/m 24kg/m 28kg/m 12kg/m

60 x 150mm 39kg/m 25kg/m 30kg/m 12kg/m

60 x 200mm 67kg/m 38kg/m 45kg/m 20kg/m

60 x 300mm 74kg/m 45kg/m 50kg/m 21kg/m

100 x 400mm 178kg/m 108kg/m 114kg/m 68kg/m

Approvals
	y EN 61537 – Cable 
management. Cable tray 
systems and cable ladder 
systems

	y EN 50085 – Cable trunking 
systems and cable ducting 
systems for electrical 
installations

	y “Fire, glow wire and 
flammability conformance 
to EN 60695, UNE 23727, 
UL94-VO and ANSI/UL94-
1995

Material

Self-extinguishing and non-flame propagating PVC

Colour	
RAL7035

UV
Resistant to UV radiation under UL568 certification.

Strength
Impact Strength 20J (Except 60 x 100mm & 60 x 150mm at 10J)

Temperature
Minimum temperature -20°C

Maximum temperature 60°C

Fire
M1 reaction to fire as per UNE 23727

Recycling
PVC tray is 100% recyclable 

Product features

Pre-drilled fixing holes	
All lengths, bends and risers are  
supplied with pre-drilled fixing holes  
for quick installation.

Straight and adjustable couplers	  
Adjustable couplers enable tray orientation  
to be changed to installation needs  
(up, down, left or right).

Tests according to IEC 61537 (limited deflection) Type II test, with 1,7 Safety factor
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PVC CABLE TRAY
Basor PVC cable tray provides an effective support system for the  
routing of power and data cables. Lightweight for ease of installation 
and weather resistant, PVC cable tray is ideally suited to outdoor 
installations.

	y Product widths from 100mm to 400mm
	y Lightweight for ease of installation
	y Non-conductive
	y Non-corrosive
	y 	Impact resistant
	y RoHS Compliant
	y Full range of fittings
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Perforated tray - 3m
code	 size	 pack
210070	 60 x 100mm	 2
210071	 60 x 150mm	 2
210072	 60 x 200mm	 2
210073	 60 x 300mm	 2
210076	 100 x 400mm	 2
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Cover - 3m
code	 width	 pack
210078	 100mm	 1
210079	 150mm	 1
210080	 200mm	 1
210081	 300mm	 1
210082	 400mm	 1

Dividing fillet - 3m
code	 height	 pack
210144	 60mm	 2
210145	 100mm	 2

Straight coupler
code	 height	 pack
210084	 60mm	 10
210085	 100mm	 10

Adjustable coupler
code	 height	 pack
223613	 60mm	 1
223614	 100mm	 1

Flat bend
code	 width	 pack
226806  	 100mm	 1
226807  	 150mm	 1
226808  	 200mm	 1
226809  	 300mm	 1
210095 *	 400mm	 1

*Chamfered version

Flat bend cover
code	 width	 pack
226810	 100mm	 1
226811	 150mm	 1
226812	 200mm	 1
226813	 300mm	 1
210101 *	 400mm	 1

*Chamfered version
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Internal riser
code	 width	 pack
210103	 100mm	 1
210104	 150mm	 1
210105	 200mm	 1 
210106	 300mm	 1
210109	 400mm	 1

Internal riser cover
code	 width	 pack
210111	 100mm	 1
210112	 150mm	 1
210113	 200mm	 1
210114	 300mm	 1
210117	 400mm	 1

External riser
code	 width	 pack
210119	 100mm	 1
210120	 150mm	 1
210121	 200mm	 1
210122	 300mm	 1
210125	 400mm	 1

External riser cover
code	 width	 pack
210127	 100mm	 1
210128	 150mm	 1
210129	 200mm	 1
210130	 300mm	 1
210133	 400mm	 1

Corner joint piece
code	 height	 pack
223021	 60mm	 1
223022	 100mm	 1

Side bracket
code	 width	 pack
210011	 100mm	 1
210012	 150mm	 1
210013	 200mm	 1
210014	 300mm	 1
210015	 400mm	 1

C Bracket
code	 width	 pack
210050	 100mm	 1
210051	 150mm	 1
210052	 200mm	 1
210053	 300mm	 1
210054	 400mm	 1

Tray end cap
code	 width	 pack
223023	 100mm	 1
223024	 150mm	 1
223025	 200mm	 1
223026	 300mm	 1
223029	 400mm	 1
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PVC nut and bolt
code		  pack
210017		  100

Metal nut and bolt
code		  pack
207228		  100

To fix brackets to strut

Wall fixing strut
code	 length	 pack
217281	 2m	 1

Variable support bracket
code		  pack
217282		  1

Variable support strut
code	 length	 pack
207404	 600mm	 1

Side bracket shown with  
variable support strut and  
variable support bracket
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