
 

MARSHALL-TUFFLEX 
METAL TRUNKING 
 
INSTALLATION INSTRUCTIONS 

PLANNING INSTALLATION 

Establish layout, paying attention to direction of changes, feed positions and component spacing. This system is for 
internal use only, not to be mounted outside. 
 
CLEANING 

Although galvanized steel it is not recommended to wet the product as this will cause oxidation if left damp. 
 
DISPOSAL INSTRUCTIONS 

The product and packaging should be disposed of via standard Civic amenity facilities. 
 
Please note this material is 100% recyclable. 
 
IMPORTANT 

 

 All trunking bases, covers and fittings must be electrically bonded in accordance with BS 7671. Continuity 
should be achieved using appropriate fixings, serrated washers or proprietary earth links where required, and 
verified as part of the installation. 

 The trunking base is designed to support the cable load. Under no circumstances should the lid be used to 
support cables. 

 Illustrations for information only, MTT62 trunking and fittings shown where applicable, assembly is the same 
but trunking 75mm or above have two fixing holes per side. 

 
Installation must be carried out by a competent person in accordance with current IET Wiring Regulations (BS 7671) 
and applicable building regulations. 
 
If you are in any doubt regarding the installation or application of this product please contact: 
The Technical Team on +44 (0) 1424 859988 
 

 



Marshall-Tufflex Ltd www.marshall-tufflex.com  
55-65 Castleham Road, St Leonards on Sea, TN38 9NU sales@marshall-tufflex.com 
Technical Hotline: +44 (0) 1424 856688 
Telephone: +44 (0) 1424 856600 EL304 

 

 
CUTTING LENGTHS OF TRUNKING 

 
Cut trunking lengths with the lid fitted using a hacksaw with a 24 teeth-per-inch bi-metal blade. 
 
All cut edges must be deburred using a suitable file. Exposed steel should be treated with a zinc-rich galvanising spray 
to prevent corrosion. 
 
Hole positions should be set out according to trunking depth as shown in the diagrams. Dimensions are measured from 
the cut end. 
 

  
 
50mm deep trunking   75mm deep trunking 
 
 

  
 
100mm deep trunking   150mm deep trunking 
 
 
For cut lids, fixing holes should be drilled from the outside edge. The maximum spacing between lid fixing points must 
not exceed 1 metre. 
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FITTINGS 

 
All fittings with removable lids are designed so that the lid of the fitting sits over the trunking lid. For range refer to 
illustration on front page. 
 
Remove all lids, assemble fitting using screws supplied with the fitting. After trunking lids are fitted, attach lid to fitting. 
 

 Cable trunking fittings are designed such that the main body carries the weight of cables. Fittings should NOT 
be installed in any way that causes the lid to carry the cable weight. 

 Fittings cannot be connected directly to other fittings but must have a minimum of 100mm trunking between 
them. 

 
Examples – for full range of fittings refer to main catalogue or metal cable management systems booklet for complete 
range. 

 
JOINING LENGTHS OF TRUNKING 
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Each length of trunking is supplied with a U shaped coupler and fixing screws, but if you need to join two cut pieces of 
trunking together, there are two options available – the U-shaped Coupler (MTT__UC) and the sleeve coupler 
(MTT__SC) 
 
These use the same fixing holes as all other fittings and come supplied with the appropriate set of screws. 
 
Both styles of coupler fit inside the trunking ends and screws pass through trunking to coupler. 
 
The Sleeve Couplers are supplied as a pair. 
 
 
 

IP4X COVER STRAP 

 

 

 

Used in conjunction when joining two trunking cut ends 
 
Fit coupler as normal but do not fully wind fixing screws in, leave enough room to slide the arms of the cover down so 
the screw thread is in the slots, when sleeve is sitting on the trunking lids, tighten the screws to retain. 
 
Fitting intended to ensure IP4X is maintained if cut ends not perfectly square. 
 

FITTING END CAPS 

 

 

 

These use the same fixing holes as all other fittings and come supplied with the appropriate set of screws. 
 
The wings of the end cap fit inside the trunking end and screws pass through trunking to end cap. 
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SUSPENSION OF TRUNKING LENGTHS 

 

 

Standard hanger system: trunking lengths sit on, but are not fixed to, the hanger. M8 studding and fixings are supplied 
separately. 
 

Refer to Metal Strut section of catalogue for other compatible mounting brackets 
 

SUPPORT AND FIXING 

 
Trunking must be adequately supported to prevent sagging or distortion. 
 
Typical support spacing: 
• Horizontal runs: maximum 1.5m centres 
• Vertical runs: maximum 2.0m centres 
 
Additional supports should be provided within 300mm of joints, fittings, and terminations. 
 
FIXING TRUNKING END TO OTHER ITEMS 

 

 

Flanged couplers can be fitted to the end of trunking to allow mounting to other equipment or building elements. M8 
bolts, nuts and washers recommended (not supplied with couplers). Bolt head should be inside the trunking to ensure 
any cable does not snag on threads 
 

 

 

 

 

 

 

 

 



Marshall-Tufflex Ltd www.marshall-tufflex.com  
55-65 Castleham Road, St Leonards on Sea, TN38 9NU sales@marshall-tufflex.com 
Technical Hotline: +44 (0) 1424 856688 
Telephone: +44 (0) 1424 856600 EL304 

 

MOUNTING WIRING ACCESSORIES 

 

For mounting single or double wiring accessories, socket plates can be used but are only available for 100mm and 
150mm wide trunking. Lids should have a gap of 225mm (both for single and double socket plates) between ends and 
socket plates sit over the cut ends. 
  

CABLE GUIDES 

 

Cable retainers are available for 4 widths of trunking as specified above, these clip into the base section and will sit 
under the lid of the trunking. These are to keep cables securely in place inside the trunking, especially when the lid is 
removed or during installation. 
 
Retainers should be spaced 300mm apart and within 150-300mm of trunking joints and terminations. 
 
REDUCERS 

 

 

 

MTTR33-22 [75x75 to 50x50] 
MTTR42-22 [100x50 t) 100x50] 
MTTR44-22 [100x100 to 50x50] 
MTTR44-33 [100x100 to 75x75] 
MTTR64-44 [150x100 to 100x100] 
MTTR66-33 [150x150 to 75x75] 
MTTR66-44 [150x150 to 100x100] 
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To allow a smooth and safe transition between two different trunking sizes. This allows for a smaller and less bulky 
trunking where full capacity isn’t required. 
 

INTERSECTION BOX 

 

 

For junction of metal trunking of equal size, cable separation not included on single compartment. However, 2 and 3 
compartment systems incorporate built-in segregation. 
 

SHARP BENDS AND TEE 

 

 
 
Sharp angle bends and tees are available and assemble to trunking in the same manner as gusseted fittings. 
 
Where sharp bends are used, care must be taken during cable installation to prevent damage to cable insulation. 
 
Where possible, the use of gusseted fittings is recommended to minimise cable stress. 
 


